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(5) A pit privy, chemical toilet or other type of privy is provided, con-
structed .and operated in accordance with plans and instructions of the
State board of health in those States permitting the use of these types of
toilets.
(6) There is no evidence of human defaction or urination about the
shucking house premises except in the toilets provided for these purposes.
(7) Facilities are maintained in proper operating condition, the toilet
room is kept clean, equipped with self-closing doors, has no offensive
odors, and if there is an adequate supply of toilet tissue available in the
toilets.
4.12 Handwashing Facilities
4.12 Handwashing Facilities--An adequate number of lavatories with
running hot and cold water shall be provided and preferably so located that
their use by plant personnel can be readily checked. A supply of soap and
individual towels shall be provided at all times and the facilities shall be
maintained in proper operating condition. Signs shall be posted in the
toilets and over the lavatory warning the employees to wash their hands
thoroughly with hot water and soap and no employee shall return from
a toilet to work in the plant without first having washed his or her hands.
Public Health Reason: Washing facilities and sanitary towels are essential
to the personal cleanliness of food handlers.
Satisfactory Complian~e: This item shall be deemed to have been satisfied
if:
(1) There is at least one lavatory for every 20 employees.
(2) The handwashing facilities are so located that the person responsible
for supervision can readily observe that employees wash their hands be-
fore beginning work and after each interruption.
(3) The lavatories are provided with both hot and cold running water.
(4) There is a supply of liquid or powdered soap and proper dispensing
facilities, together with individual towels available near the lavatory.
(5) The facilities are maintained in proper operating condition.
(6) Approprate signs are posted in toilets and over lavatories.
(7) These facilities (and only these) are used by employees when on
duty.
4.13 Water Supply
4.14 Personnel
4.13 Water Supply-The plant shall be provided with an abundant supply
of water, under pressure, from a source approved by the State health au-
thorities: The supply shall be accessible to all parts of the plant, adequate
in quantity, and of a safe sanitary quality meeting the Public Health Serv-
ice Standards. No cross connections with unapproved water supplies shall
-be permitted.
Public Health Reason: The water supply should be accessible so as to en-
courage its use in cleaning operations; it should be adequate so that clean-
ing, rinsing, and sterilizing of the equipment will be thorough; and it
should be of safe, sanitary quality in order to avoid the contamination of
the equipment and shellfish.
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